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DETAILED ACTION 
Claim Rejections - 35 USC §112 

1 . The following is a quotation of the second paragraph of 35 U.S. C. 1 1 2: 

The specification shall conclude with one or more claims particularly pointing out and distinctly 
claiming the subject matter which the applicant regards as his invention. 

2. Claims 2,8, and 13 are rejected under 35 U.S.C. 1 12, second paragraph, 
as being indefinite for failing to particularly point out and distinctly claim the 
subject matter which applicant regards as the invention. 

Consider Claims 2,8, and 13, the applicants invention is a method of reducing 
denial-of-service attacks by malicious mobile nodes. Claims 2,8, and 13 seem to 
be directed to a method of validating information of a mobile node after handover 
to a candidate access router. 

Claim Rejections - 35 USC §103 

3. This application currently names joint inventors. In considering 
patentability of the claims under 35 U.S.C. 103(a), the examiner presumes that 
the subject matter of the various claims was commonly owned at the time any 
inventions covered therein were made absent any evidence to the contrary. 
Applicant is advised of the obligation under 37 CFR 1.56 to point out the inventor 
and invention dates of each claim that was not commonly owned at the time a 
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later invention was made in order for the examiner to consider the applicability of 
35 U.S.C. 103(c) and potential 35 U.S.C. 102(e), (0 or (g) prior art under 35 
U.S.C. 103(a). 



4. The factual inquiries set forth in Graham v. John Deere Co. , 383 U.S. 1 , 
148 USPQ 459 (1966), that are applied for establishing a background for 
determining obviousness under 35 U.S.C. 103(a) are summarized as follows: 

1 . Determining the scope and contents of the prior art. 

2. Ascertaining the differences between the prior art and the claims at 
issue. 

3. Resolving the level of ordinary skill in the pertinent art. 

4. Considering objective evidence present in the application indicating 
obviousness or nonobviousness. 



5. The following is a quotation of 35 U.S.C. 1 03(a) which forms the basis for 
all obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described 
as set forth in section 102 of this titJe, if the differences between the subject matter sought to 
be patented and the prior art are such that the subject matter as a whole would have been 
obvious at the time the invention vras made to a person having ordinary skill in tiie art to which 
said subject matter pertains. Patentability shall not be negatived by the manner in vA\\ch ttie 
invention was made. 



6. Claims 1,3,7, and 12 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Frid et al (Patent number: 6,137,791) in view of Koodii et al 
( Patent number: 7, 1 30,286). 



Consider Claim 1, Frid et al shows a method of reducing denial-of-service 
attacks by malicious mobile nodes in a mobile IP environment, said method 
comprising: 
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(a) Populating the cache with cache entries in response to actions initiated by 
mobile nodes (column 4, lines 36-48); (when a mobile travels into a geographical 
area, subscription data is stored regarding the mobile station). 

(b) Each cache entry is tagged with an identity of an action initiating mobile node, 
which identity is based on information that is verifiable by the access routers and 
which cannot be modified arbitrarily by the mobile node (read to be the IP 
address of the mobile terminal) (column 5, lines 10-15). 

(c) Wherein a total number of entries that can be tagged and thus introduced into 
a cache by any given node is limited (column 4, lines 36-48). 

However, Frid et al does not specifically show that the method further comprising 
maintaining, by each of a plurality of access routers within the mobile IP 
environment, a cache of neighboring access routers as candidates and their 
associated access points. 

In related art, Koodii et al shows that the method further comprising maintaining, 
by each of a plurality of access routers within the mobile IP environment, a cache 
of neighboring access routers as candidates and their associated access points 
(column 8, lines 22-27; column 7, lines 44-48); (for purposes of handover, a 
token is sent to the mobile terminal that includes information about the resources 
the mobile unit is eligible to access from the current access router, therefore, the 
router must keep information about the accessible resources). 
Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Koodii et al into the 
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teaching of Frid et al in order to authorize mobile terminals to access the network 
(Koodii et al, abstract). 

Consider Claim 7, Frid et al shows a system for reducing denlal-of-service 
attacks by malicious mobile nodes in a mobile IP environment, said system 
comprising: 

(a) A plurality of mobile nodes which are capable of populating the caches in 
response to actions initiated (column 4, lines 36-48); (when a mobile travels into 
a geographical area, subscription data is stored regarding the mobile station). 

(b) Wherein the cache is configured such that each cache entry is tagged with an 
identity of the action Initiating mobile node having thus created the entry, and that 
a total number of entries that can be tagged and thus introduced into the cache 
by any given node is limited (column 4, lines 36-48). 

However, Frid et al does not specifically show that a plurality of access routers 
within the mobile IP environment, each router maintaining a cache of neighboring 
access routers as candidates and their associated access points. 
In related art, Koodii et al shows that a plurality of access routers within the 
mobile IP environment, each router maintaining a cache of neighboring access 
routers as candidates and their associated access points (column 8, lines 22-27; 
column 7, lines 44-48); (for purposes of handover, a token is sent to the mobile 
terminal that includes information about the resources the mobile unit is eligible 
to access from the current access router, therefore, the router must keep 
information about the accessible resources). 
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Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Koodii et al into the 
teaching of Frid et al in order to authorize mobile terminals to access the network 
(Koodii et al, abstract). 

Consider Claim 12, Frid et al shows an access router for reducing denial-of- 
service attacks by malicious mobile nodes in a mobile IP, said router comprising: 
A cache is arranged such that each cache entry is tagged with the identity of the 
mobile node having initiated the entry creation, and the total number of entries 
that can be tagged and thus introduced into the cache by any given node is 
limited (column 4, lines 36-48). 

However, Frid et al does not specifically show that the router comprising a cache ' 
of neighboring access routers as candidates and their associated access points. 
In related art, Koodii et al shows that the router comprising a cache of 
neighboring access routers as candidates and their associated access points 
(column 8, lines 22-27; column 7, lines 44-48); (for purposes of handover, a 
token is sent to the mobile terminal that includes information about the resources 
the mobile unit is eligible to access from the current access router, therefore, the 
router must keep information about the accessible resources). 
Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Koodii et al into the 
teaching of Frid et al in order to authorize mobile terminals to access the network 
(Koodii et al, abstract). 
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Consider Claim 3, Frid et al in view of Koodii et al shows the method of claim 1 , 
wherein the identity of the mobile node is an international mobile subscriber 
identity (IMSI) for cellular communication systems, and a network access 
identifier (NAI) for systems based on Internet Protocol (IP). 

7. Claims 2,8, and 13 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Koodii et al (Patent number: US 7,130,286) in view of 
Norefors et al (Patent number: US 6,370,380). 

Consider Claim 2, Koodii et al shows a method of validating information of a 
mobile node within a candidate access router discovery procedure in a mobile IP 
environment, said method comprising: 

(a) Generating a token by a first access router to which the mobile node was 
previously attached (column 8, lines 22-27); (the token is provide to the mobile 
node by the current access router). 

(b) Sending the token from the access router to the mobile node within a 
message comprising a list of candidate access routers (column 7, lines 44-48). 

(c) Sending the token from the mobile node to a second access router as 
selected candidate after a handover procedure between the first and second 
access routers (column 8, lines 22-27). 

However, Koodii et al does not specifically show the step of sending the token 
within an exchange between the access routers specific to the discovery 
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procedure from the second access router back to the first access router for 
verification. 

In related art, Norefors et al shows the step of sending the token within an 
exchange between the access routers specific to the discovery procedure from 
the second access router back to the first access router for verification (figure 3; 
column 3, 65-67; column 4, lines 1-6). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors et al into the 
teaching of Koodii et al in order to for a mobile terminal to be protected during a 
handover (Norefors et al abstract). 

Consider Claim 8, Koodii et al shows a system for validating information of a 
mobile node within a candidate access router discovery procedure in a mobile IP 
environment, comprising a first access router, said mobile node and a second 
access router, wherein: 

(a) The first access router includes generating means for generating a token, first 
sending means for sending the token to the mobile node within a message 
comprising a list of candidate access routers (column 7, lines 44-48; column 8, 
lines 22-27); (the token is provide to the mobile node by the cun-ent access 
router). 

(b) The mobile node includes second sending means for sending the token to the 
second access router as selected candidate after a handover procedure between 
the access routers (column 8, lines 22-27). 
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However, Koodii et al does not specifically show that the second access router 
includes third sending means for sending the tol^en within an exchange between 
the access routers specific to the discovery procedure back to the first access 
router and verification means for verifying the token. 
In related art, Norefors et al shows that the second access router includes third 
sending means for sending the token within an exchange between the access 
routers specific to the discovery procedure back to the first access router and 
verification means for verifying the token (figure 3; column 3, 65-67; column 4, 
lines 1-6). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors et al into the 
teaching of Koodii et al in order to for a mobile terminal to be protected during a 
handover (Norefors et al abstract). 

Consider Claim 13, Koodii et al shows an access router for validating information 
of a mobile node in a mobile IP, comprising: 

(a) Generating means for generating a token (column 8, lines 22-27); (the token 
is provide to the mobile node by the current access router). 

(b) First sending means for sending the token to the mobile node within a 
message comprising a list of candidate access routers (column 7, lines 44-48; 
column 8, lines 22-27); (the token is provide to the mobile node by the current 
access router). 
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However, Koodii et al does not specifically show that the access router further 
comprising second sending means for sending the token within an exchange 
within an exchange with another access router specific to the discovery 
procedure to the other access router; and verification means for verifying the 
token. 

In related art, Norefors et al shows that the access router further comprising 
second sending means for sending the token within an exchange within an 
exchange with another access router specific to the discovery procedure to the 
other access router; and verification means for verifying the token (figure 3; 
column 3, 65-67; column 4, lines 1-6). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors et al into the 
teaching of Koodii et al in order to for a mobile terminal to be protected during a 
handover (Norefors et al abstract). 

8. Claims 4,5,9,10,14,15, and 16 are rejected under 35 U.S.C. 103(a) as 
being unpatentable over Frid et al (Patent number: 6,137,791) in view of 
Koodii et al (Patent number: 7,130,286) and further in view of Norefors et al 
(Patent number: US 6,370,380). 

Consider Claim 4, Frid et al as modified by Koodii et al shows the method 
according to claim 1 , wherein an action initiated by a mobile node comprises a 
handover procedure of the mobile node between a previous access router and a 
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new access router, but fails to specifically show that said method further 
comprising: 

Generating a token by the previous first access router; sending the token from 
the previous access router to the mobile node within a message comprising a list 
of candidate access routers; sending the token within a message specific to the 
discovery procedure from the mobile node to the new access router as selected 
candidate after the handover procedure. 

In related art, Koodii et al shows that said method further comprising: 
Generating a token by the previous first access router; sending the token from 
the previous access router to the mobile node within a message comprising a list 
of candidate access routers; sending the token within a message specific to the 
discovery procedure from the mobile node to the new access router as selected 
candidate after the handover procedure (column 7, lines 44-48; column 8, lines 
22-27). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Koodii et al into the 
teaching of Frid et al in order to enable the mobile node to access network 
resources (Koodii et al; abstract). 

However, the combination of Frid et al and Koodii et al does not disclose the step 
of sending the token within a neighbor exchange between the access routers 
resulting in cache entries being created or refreshed from the second access 
router back to the first router for verification. 
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In related art, Norefors et al shows the step of sending the token within a 
neighbor exchange between the access routers resulting in cache entries being 
created or refreshed from the second access router back to the first router for 
verification (figure 3; column 3, 65-67; column 4, lines 1-6). 
Therefore, it would have been obvious to a person skilled in the art at the time 
the Invention was made to incorporate the teaching of Norefors et al into the 
teaching of Koodii et al in order to for a mobile terminal to be protected during a 
handover (Norefors et al abstract). 

Consider Claim 5, Frid et al as modified by Koodii et al and as further modified 
by Norefors et al show the method according to claim 4, but fail to specifically 
show that the token is generated by maintaining by the previous access router a 
short list of random values used as keys to hash the identity of the mobile node, 
each key in the short list is associated with an integer index that is passed along 
with the token, and wherein upon receiving the token for verification, the previous 
access router uses the integer index to lookup the associated key, hash the 
identity of the mobile node sent in the neighbor exchange and compares the 
hash to the token. 

However, in related art, Norefors et al shows that the token is generated by 
maintaining by the previous access router a short list of random values used as 
keys to hash the identity of the mobile node, each key in the short list is 
associated with an integer index that is passed along with the token, and wherein 
upon receiving the token for verification, the previous access router uses the 
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integer index to lookup the associated l^ey, hash the identity of the mobile node 
sent In the neighbor exchange and compares the hash to the token (column 3, 
lines 46-67; figure 3). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors into the teaching 
of Frid et al and Koodii et al in order to protect communications (Norefors et al, 
column 3, lines 63-65). 

Consider Claim 9, Frid et al as modified by Koodii et al shows the system 
according to claim 7, but fails to specifically show that the access routers include 
generating means for generating a token, first sending means for sending the 
token to a mobile node within a message comprising a list of candidate access 
routers, the mobile nodes include third sending means for sending the token to a 
new access router as selected candidate after a handover procedure. 
In related art Koodii et al shows that the access routers include generating 
means for generating a token, first sending means for sending the token to a 
mobile node within a message comprising a list of candidate access routers, the 
mobile nodes include third sending means for sending the token to a new access 
router as selected candidate after a handover procedure (column 7, lines 44-48; 
column 8, lines 22-27). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Koodii et al into the 
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teaching of Frid et a! in order to enable the mobile node to access network 
resources (Koodii et al; abstract). 

However, the combination of Frid et al and Koodii et al does not disclose that the 
system further comprising second means for sending the token within a neighbor 
exchange between access routers resulting in cache entries being created or 
refreshed, and verification means for verifying the token. 
In related art, Norefors et al shows that the system further comprising second 
means for sending the token within a neighbor exchange between access routers 
resulting in cache entries being created or refreshed, and verification means for 
verifying the token (figure 3; column 3, 65-67; column 4, lines 1-6). 
Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors et al into the 
teaching of Koodii et al in order to for a mobile terminal to be protected during a 
handover (Norefors et al abstract). 

Consider Clalrn 10, Frid et al as modified by Koodii et al and as further modified 
by Norefors et al shows the system according to claim 9, but fail to specifically 
show that the generating means include first hashing means for hashing the 
identity of the mobile node by using random values out of a short list as keys, 
associating means for associating each key in the list with an integer index, and 
wherein the verification means include a lookup table for the Indices and their 
associated keys, second hashing means for hashing the identity of the mobile 
node and comparing means for comparing the hash to the token. 
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However, in related art, Norefors et al shows that the generating means include 
first hashing means for hashing the identity of the mobile node by using random 
values out of a short list as keys, associating means for associating each key in 
the list with an integer index, and wherein the verification means include a lookup 
table for the indices and their associated keys, second hashing means for 
hashing the identity of the mobile node and comparing means for comparing the 
hash to the token (column 3, lines 46-67; figure 3). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors into the teaching 
of Frid et al and Koodii et al in oirder to protect communications (Norefors et al, 
column 3, lines 63-65). 

Consider Claim 14, Frid et al as modified by Koodii 6t al shows the access router 
according to claim 12, but fails to specifically show that the access router further 
comprising: 

Generating means for generating a token, first generating means for sending the 
token to a mobile node within a message comprising a list of candidate access 
routers. 

In related art, Koodii et al shows that the access router further comprising: 
Generating means for generating a token, first generating means for sending the 
token to a mobile node within a message comprising a list of candidate access 
routers (column 7, lines 44-48; column 8, lines 22-27). 
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Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Koodii et a! into the 
teaching of Frid et al in order to enable the mobile node to access network 
resources (Koodii et al; abstract). 

However, the combination of Frid et al and Koodii et al does not disclose that the 
access router further comprising second sending means for sending the token 
within, a neighbor exchange with another access router resulting in cache entries 
being created or refreshed, and verifying the token. 
In related art, Norefors et al shows that the access router further comprising 
second sending means for sending the token within a neighbor exchange with 
another access router resulting in cache entries being created or refreshed, and 
verifying the token (figure 3; column 3, 65-67; column 4, lines 1-6). 
Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors et al into the 
teaching of Koodii et al in order to for a mobile terminal to be protected during a 
handover (Norefors et al abstract). 

Consider Claim 15, Frid et al as modified by Koodii et al and as further modified 
by Norefors et al shows the access router according to claim 14, but fail to 
specifically show that the generating means include first hashing means for 
hashing the identity of the mobile node by using random values out of a short list 
as keys, associating means for associating each key in the list with an integer 
index, and the verification means include a lookup table for the indices and their 
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associated keys, second hashing for hashing the identity of the mobile node and 
comparing means for comparing the hash to the token. 
However, In related art, Norefors et al shows that the generating means include 
first hashing means for hashing the identity of the mobile node by using random 
values out of a short list as keys, associating means for associating each key In 
the list with an integer Index, and the verification means Include a lookup table for 
the indices and their associated keys, second hashing for hashing the Identity of 
the mobile node and comparing means for comparing the hash to the token 
(column 3, lines 46-67; figure 3). 

Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to incorporate the teaching of Norefors Into the teaching 
of Frid et al and Koodii et al in order to protect communications (Norefors et al, 
column 3, lines 63-65). 

Consider Claim 16, Frid et al as modified by Koodll et al and as further modified 
by Norefors et al shows the access router according to claim 15, but fail to 
specifically show that the generating means are configured to generate new keys 
with progressing time, to add them to the head of the list and remove old keys. 
However, in related art, Norefors et al shows that the generating means are 
configured to generate new keys with progressing time, to add them to the head 
of the list and remove old keys (column 3, lines 60-67). 
Therefore, it would have been obvious to a person skilled in the art at the time 
the invention was made to Incorporate the teaching of Norefors Into the teaching 
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of Frid et al and Koodii et al in order to protect communications (Norefors et al, 
column 3, lines 63-65). 

Allowable Subject Matter 

9. Claims 6 and 11 are objected to as being dependent upon a rejected base 
claim, but would be allowable if rewritten in independent form including all of the 
limitations of the base claim and any intervening claims. 

Conclusion 

10. The prior art made of record and not relied upon is considered pertinent to 
applicant's disclosure. 

(1 ) CONTEXT TRANSFER SYSTEMS AND METHODS IN SUPPORT OF 
MOBILITY (Patent number: US 7,050,793). 

(2) METHOD AND ARRANGEMENT IN A TELECOMMUNICATION SYSTEM 
(Patent number: 6,553,231). 

Any inquiry concerning this communication or earlier communications from 
the examiner should be directed to Michael Faragalla whose telephone number 
is (571 ) 270-1 107. The examiner can normally be reached on Mon-Fri 7:30 am- 
5:00 pm. 



Application/Control Number: 10/785,407 



Page 



Art Unit: 2617 

If attempts to reach the examiner by telephone are unsuccessful, the 
examiner's supervisor, Nick Corsaro can be reached on (571 ) 272-7876. The fax 
phone number for the organization where this application or proceeding is 
assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from 
the Patent Application Information Retrieval (PAIR) system. Status information 
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